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SCOPE AND NATURE 

To establish a method for monitoring track geometry during construction work that 

could adversely affect track stability.  This includes any earth disturbing activity either 

near or underneath the railroad tracks that effects the theoretical railroad embankment 

line as shown in Figure 1. 

Examples include: 

• Trenchless pipe installation typically by jacking or horizontal directional drilling. 

• Excavation work near the railroad, including supporting activities such as soil 

dewatering, freezing, or injections. 

• Pile driving or vibratory installations. 

This provides procedures for Designers of Record, Contractors, and Amtrak personnel 

to follow.  Designers of Record and Contractors are responsible to select means and 

methods of construction that are appropriate to the subsurface conditions present.   

SPECIAL REFERENCE 

• EP 3005 - Pipeline Occupancy 

• EP 3005, Spec. 02082A - Additional Requirements for Horizontal Directional Drilling 

(HDD) / Directional Boring 

• Frac-Out Contingency Plan (FCP) (included in EP 3005, Spec. 02082A) 

• EP 3014, Spec. 02261 - Requirements for Temporary Sheeting and Shoring to 

Support Amtrak Tracks 

• Spec 200 - Specification for Purchase of Main Line Ballast 

• Amtrak Land Surveying Standards and Procedures Manual, Version 3.0 

TOOLS, EQUIPMENT, AND MATERIALS 

I. Total station instrument having minimum angular accuracy of 1-second and an 

electronic distance measurement accuracy of 1.0mm + 3ppm. 

II. Monitoring Points will be mounted directly to the rail in a uniform manner.  All 

materials should be commercially available for easy replacement should damage 

occur.  Materials must never interfere with operation of movable track components.  

Minimum angle of 30º from instrument to target face is allowed.  The rail must be 
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cleaned with a brass brush before applying any adhesives or clamping brackets.  All 

screws should be secured with two nuts or Loctite (or similar). 

A. Reflective Targets shall be less than 3-inches square and affixed to the web of 

the rail (as shown).  

 

B. Survey Prisms are required when using a robotic total station.  They shall be 

affixed to the base of the rail and remain minimum of 1-inch below the top of 

rail.  These are typically on a bracket clamped to the bottom of the rail 

(sample below). 

 

III. Robotic or Automatic Total Station (ATS) equipment and prisms or targets shall be 

regularly inspected to ensure the equipment is clean, protected from the elements and 

securely fastened. Long term installations should include periodic servicing to ensure 

accuracy. 

PROCEDURE 

I. Designer of Record (DOR) and Contractor shall conform to the applicable 

specifications. 

II. Amtrak Planning and Engineering Support (P&ES) shall assure that outside 

agencies and other third parties proposing construction on or adjacent to 

Amtrak's Right-of-Way conform to the requirements detailed herein in the 

associated design documents. 

III. Amtrak Deputy Chief Engineer of Track shall review the Engineer of Record 

design submittals to ensure compliance with the specification.  Special 

attention must be given to the geotechnical evaluation quantifying the 

settlement risks and evaluates the best practices to ensure the stability of the 

track structure. 

IV. Amtrak Deputy Chief Engineer of Track shall review Contractor’s submittals to 

ensure construction procedures conform with these specifications and 

Engineer of Records recommended practices, if applicable. 
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V. Amtrak Construction Manager, Track Inspector and/or System Track Contracting 

Office Technical Representative (COTR) shall monitor the activities of the 

Contractor on-site to assure compliance to the approved procedures 

throughout the construction period. 

VI. Amtrak Division forces must be ready to respond should adverse settlement 

occur. 

 

MONITORING POINT LAYOUT 

I. General Instructions 

A. Control points to be occupied including foresights and back sights, shall be 

outside of the zone of influence (ZOI) for the roadbed disturbing work. 

B. Remote monitoring points (RMP) or targets shall be installed in pairs, with 

one target on each rail of the track to be monitored. The target pairs shall be 

set perpendicular to the direction of the rails to permit the measurement of 

track cross-level, or super-elevation. 

C. Pairs of RMP’s shall be spaced along the rails at 15.5’ (15’-6”) intervals. In 

locations of special track work (i.e. turnouts, crossovers, miter rails, etc.) the 

System Track contracting officers’ technical representative (COTR) will 

determine an alternative arrangement. 

II. Underground Crossing Work 

A. This method for RMP’s is applicable for underground work that enters Zone 3 

as shown in Figure 2 and/or crosses beneath the tracks. 

B. Determine the Zone of Influence for the underground crossing work at the 

elevation of the bottom of railroad tie. Calculate by taking the diameter or 

width of the underground work, extending to the ground surface at the soil 

angle of repose. Soil angle of repose should be taken from soil borings 

performed at the crossing location that cover the depth from track level to 

the depth of underground work. If soil boring data is not available or does not 

satisfy the System Track COTR, use 20° as a conservative angle of repose. 

See Figure 2 for an example. 

C. In each direction, starting from the intersection of the centerline of the 

underground work and track, place RMP’s every 15.5 feet until the 

monitoring point pairs are outside of the ZOI. Continue the RMP’s for five 

pairs outside of the ZOI for a tie-in with undisturbed track. Refer to Figure 3 

for an example. 
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III. Work Parallel to Track 

A. This method for placing RMPs’ is applicable for underground work that 

enters either Zone 2 or Zone 3 from figure 2, that does not cross under the 

tracks. 

B. Determine the Zone of Influence for the underground crossing work at the 

elevation of the bottom of railroad tie. Calculate by taking the lowest 

elevation limits of the underground work, extending to the ground surface at 

the soil angle of repose. Soil angle of repose should be taken from soil 

borings performed at the crossing location that cover the depth from track 

level to the depth of underground work. If soil boring data is not available or 

does not satisfy the System Track COTR, use 20° as a conservative angle of 

repose. See Figure 4 for an example. 

C. Any place where the ZOI intersects Zone 2 from Figure 1 requires monitoring 

for the track directly perpendicular to the intersection of the ZOI and Zone 2. 

In each direction, place RMP’s every 15.5 feet until the RMP pairs are outside 

of the ZOI. Continue the RMP’s for five pairs outside of the ZOI for a tie-in 

with undisturbed track. See Figure 5 for an example.  

 

PRECONSTRUCTION 

I. Track Monitoring Plan Submittal 

A. A track monitoring plan, prepared by a professional land surveyor duly 

licensed in the state in which the work is proposed, shall be submitted a 

minimum of 4 weeks prior to the commencement of roadbed disturbing 

work. As a minimum, the submittal must include the following: 

1. Information on the registration and experience of the professional land 

surveyor in responsible charge of the work. 

2. Design specifications of the total station instrument(s) to be employed, 

including angular accuracy and distance measurement accuracy. 

3. Plan views, cross sections, profile view, or diagrams showing the roadbed 

disturbing work and the relation to the zones shown in Figure 1. Include soil 

boring logs and laboratory data related to the project site. 

4. Detailed plan showing control locations in relationship to the tracks, 

roadbed disturbing work and zone of influence. Include details on the 

methods and frequency of the control verification. 
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5. Detailed Track Monitoring Plan view showing the location of all RMP 

locations, control points to be occupied during monitoring, the ground 

disturbing work and the ZOI. Each RMP must be numbered, with the 

hundredth being the track number, even numbered points on the right rail, 

odd numbered points on the left rail in the direction of increasing mileposts. 

See Figure 6 for an example. 

 

II. Permission To Enter Amtrak Property 

A. All Contractors performing work on Amtrak property are required to execute 

Amtrak's Temporary Permit to Enter (PTE) prior to entering the property. 

https://www.amtrak.com/about-amtrak/permit-process.html  

 

III. Contractor Safety Training 

A. All contractors that work on Amtrak owned or leased property are required to 

complete Amtrak’s Contractor Orientation Training at 

www.amtrakcontractor.com.  

B. Contractor identification badges must be worn / displayed on the outermost 

garment, above the waist, always while on Amtrak owned or leased property. 

 

CONSTRUCTION 

I. TRACK INSPECTOR 

A. The Amtrak Track Inspector is defined as a person having current MW1000 and 

Physical Characteristics for the area work is to be performed. Can inspect track 

and repair, restrict or remove track from service if necessary. 

B. Must be on-site when the leading end of work enters Zone 2 as shown on Figure 

1 or as directed by the System Track COTR. Shall remain on-site until the 

completion of the roadbed disturbing work, including reaming and pullback 

operations of horizontal directional drilling as defined by EP3005, Spec. 0282. 

C. The Track Inspector will be provided at the sole cost of the project. 

D. Will restrict or remove track from service, if necessary, based on the MW1000 

standards of track geometry for the class of track(s) involved. The Track 

Inspector has the authority to halt construction at any time should construction 

activities jeopardize the safe movement of trains over the work area. 

II. MONITORING PROCEDURES 
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A. Establish the horizontal and vertical control to be utilized for track monitoring 

activities. The track monitoring plan should be updated to include this 

information. 

B. Initial baseline reading of all monitoring points shall be observed and recorded 

within five (5) to ten (10) calendar days prior to construction. As part of the initial 

baseline readings, the offset from the top of rail to the target shall be recorded 

for use in Track Monitoring Reports. 

C. During construction, track monitoring shall start when the leading end of work 

enters Zone 2 as shown on Figure 2 or as directed by the System Track COTR. All 

RMP’s shall be measured and recorded each time monitoring occurs. 

D. Monitoring shall be performed at the beginning and end of every work shift, a 

minimum of twice daily, no greater than 12-hour intervals. If track geometry 

meets or exceeds 0.03-feet (3/8-inch) movement in any direction, monitoring 

must be performed every 4-hours until roadbed disturbing work is complete. 

E. If during construction a track monitoring point is disturbed or damaged, an 

updated baseline data point should be established and noted as such on the 

track monitoring plan and resultant reports. 

E. After roadbed disturbing work is complete, measurements will continue once a 

day until movement less than 0.01-feet (1/8-inch) has been observed for five (5) 

consecutive days. Field conditions may warrant additional RMP’s or extending 

the duration of post-construction monitoring as directed by the Track Inspector 

or System Track COTR. 

 

III. COMMUNICATIONS 

A. A Track Monitoring Report (see Figure 7 for an example) shall be produced 

immediately after each monitoring event. Measurements shown will be based 

upon top-of-rail elevations based on the offset measured during the initial 

setup. This will include total displacement of each RMP and cross level between 

RMP pairs. All values are to be reported in feet / decimal feet. 

B. Track Monitoring Reports must be signed and sealed by the professional land 

surveyor in responsible charge and cross signed by the Track Inspector during 

work requiring their presence on-site. The timeliness of reporting track 

conditions is paramount to the safety of Amtrak operations. 

C. Signed/sealed Track Monitoring Reports should be submitted to Amtrak 

Construction Manager, Amtrak Track Inspector and System Track COTR within 

24 hours of data acquisition.  
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D. An online sharing platform, such Microsoft SharePoint, Procore, or similar, must 

be established and utilized by the contractor to immediately host the track 

monitoring data. A read-only link must be made available to the Amtrak 

Construction Manager, Amtrak Track Inspector and System Track COTR for 

distribution to Amtrak personnel as necessary. This real-time access will allow 

Amtrak’s engineers to track movement and plan corrective action, if required. 

E. Failure of the online sharing platform AND failure to submit signed/sealed Track 

Monitoring Reports within the forementioned 24 hours of data acquisition will 

result in a stop-work order ceasing track disturbance activities. 

 

IV. REMEDIATION PROCEDURES FOR TRACK MOVEMENT 

A. Any person MW1000 qualified can restrict or remove a track from service based 

on track geometry conditions. Any person can stop work and trains should 

construction activities jeopardize the safe movement of trains over the work 

area. 

B. Deficiencies in track surface and alignment caused by construction activities 

shall be corrected solely by Amtrak forces at the expense of the project.  

C. For mainline tracks, Class 3 and higher, an alert should be issued to the Amtrak 

Track Inspector and Amtrak Construction Project Manager that movement of 

any track monitoring point has met or exceeded movement of 0.03’ (3/8”) in any 

direction from the initial baseline data. If movement of any track monitoring 

point has met or exceeded movement in any direction 0.06’ (3/4”), an alarm 

must be issued to the Amtrak Track Inspector Amtrak Construction Project 

Manager, Assistant Division Engineer of Track and Amtrak System Track COTR. 

All work disturbing the roadbed should be halted until the track has been 

inspected by the Amtrak Track Inspector to determine if the track geometry 

meets the MW1000 standards of track geometry for that particular class of 

track.  

D. For Class 1, Class 2, yard or other tracks not classified, an alert should be 

issued to the Amtrak Track Inspector and Amtrak Construction Project Manager 

that movement of any track monitoring point has met or exceeded movement of 

0.05’ (5/8”) in any direction from the initial baseline data. If movement of any 

track monitoring point has met or exceeded movement in any direction 0.08’ 

(1”), an alarm must be issued to the Amtrak Track Inspector Amtrak 

Construction Project Manager, Assistant Division Engineer of Track and Amtrak 

System Track COTR. All work disturbing the roadbed should be halted until the 

track has been inspected by the Amtrak Track Inspector to determine if the track 
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geometry meets the MW1000 standards of track geometry for that particular 

class of track.  

E. The following must be undertaken should an alarm be generated: 

1. All work disturbing the roadbed should be halted. 

2. The Track Inspector must immediately inspect the track geometry and take any 

corrective action that may be required per MW1000. 

3.. The contractor must immediately and continuously attempt to notify the Amtrak 

Construction Project Manager, Assistant Division Engineer of Track and System 

Track COTR of the deviations and confirm that corrective action is being taken 

on-site. 

4. It is assumed that subsidence will continue, and corrective actions should be 

taken before track geometry exceeds the safety limits set forth in MW1000. 

5. Any repairs made to correct track geometry will be made at the sole cost of the 

project. 

 

V. CONSTRUCTION RE-START 

A. Work may not resume until the Amtrak Track Inspector has inspected all tracks 

within the limits of disturbance and completed the appropriate action to repair, restrict, 

or remove tracks from service.  

B. In addition, one of the following requirements must be met: 

1. If no further subsidence is expected, the Amtrak Construction Manager must 

inspect the site and taken corrective action to ensure continued construction activities 

will not cause further track issues to the satisfaction of the System Track COTR. 

2. If further subsidence is expected, the Amtrak Construction Manager, Assistant 

Division Engineer and System Track COTR should agree on how to best protect train 

operations. Any further actions required to ensure the safe passage of trains, such as 

increased frequency of track monitoring, shall be at the sole expense of the project. 
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  Figure 1 – Zones of Influence under railroad track (from Structures EP 3014) 
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EXAMPLE ZONE OF INFLUENCE WIDTH CALCULATION 

Example Scenario 

Trenchless utility installation perpendicular crossing under tracks. Casing pipe is 48-inch outside 

diameter. Top of pipe at crossing 32.52-feet elevation, top of rail at crossing 45.22-feet elevation. 

No soil boring data given. 

Calculations 

Pipe Work       ⌀ 48-inch = 4.00 ft 

Bottom of tie to center of pipe  depth top rail to top pipe – typical track depth + 1/2 Work 

11.00 ft – 1.25 ft + 2.00 ft = 11.75 ft 

Half width of ZOI     [depth * tan (angle of repose)] + 1/2 Work 

[(11.75 ft) tan (90º - 30º)] + 2.00 ft = 34.28 ft 

Convert ZOI to stations   34.28 ft / 15.5 ft = 2.216 -(round)-> 2 stations 

 

Determine total RMP pairs on each track 

Center station (1) + Stations in ZOI, each direction (2 + 2) + Five tie-in stations (5 + 5) = Total 

Total pairs of RMPs = 15 (centered on crossing) 
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Figure 2, Section View of Underground Crossing 

 

 

 

 

 
Figure 3, Plan View of Underground Crossing 
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Figure 4, Section View of Parallel Work 

 

 

 

 

 
Figure 5, Plan View of Parallel Work  
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Figure 6, Sample Track Monitoring Plan  
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Figure 7, Sample Track Monitoring Report 

 




